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Easyblock 
Easyblock is a modular retaining wall system developed 
specifically for the fast, economical, and structurally safe 
construction of backfilled retaining walls. The blocks are made of 
precast concrete elements. They are assembled dry, without 
mortar, using a tongue-and-groove connection – comparable to a 
modular building system.  

The system is suitable both for conventional gravity walls and for 
solution-oriented variants with geogrid reinforcement. Both 
designs are engineered in accordance with Eurocode 7 and are 
available as certified type statics. The standard configuration 
features an inclined rear face (3.6°), with a vertical alignment also 
possible as an alternative. Its high-quality natural stone 
appearance allows the system to blend harmoniously into any 
setting – whether in technical environments or natural 
landscapes. 

 

Areas of application 
 
■ Slope stabilization  
■ Garden and landscape design 
■ Shore and riverbank stabilization 
■ Infrastructure projects of all types 

 
 
 
 

Technical Specifications 
 

Color Concrete grey 

Surface Natural stone appearance, Rock appearance 

Heaviest single unit weight 1.240 kg (B150 Base Block) 

Corner angle Up to 90° possible 

Curvature Up to 20° possible (~ 350 cm radius) 

Wall height 4,0 m (gravity wall) 
5,6 m (variant with geogrid reinforcement) 

Test Results and Verifications 
 

Structural Design EN 1997-1 (Eurocode 7) 
EN 1992-1-1 (Eurocode 2) 

Scope of Application EN 15258 

Verifications Pull-out test (geogrid reinforcement) 
Lift-off test (lifting device) 
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*Weight in approx. kg 
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Type Dimensions Weight* 

S60 1200x400x600 mm 585 kg 

S60-FB 1200x400x600 mm 389 kg 

S60-H 600x400x600 mm 267 kg 

S90 1200x400x900 mm 850 kg 

S90-H 600x400x900 mm 362 kg 

S120 1200x400x1200 mm 1.005 kg 

S150 1200x400x1500 mm 1.190 kg 

S60-L 1200x400x600 mm 613 kg 

S60-LH 600x400x600 mm 296 kg 

S60-R 1200x400x600 mm 613 kg 

S60-RH 600x400x600 mm 296 kg 

 

Type Dimensions Weight* 

T60 1200x400x600 mm 381 kg 

T60-FB 1200x400x600 mm 281 kg 

T60-F 1200x400x600 mm 530 kg 

T60-H 600x400x600 mm 178 kg 

T60-L 1200x400x600 mm 438 kg 

T60-LH 600x400x600 mm 234 kg 

T60-R 1200x400x600 mm 438 kg 

T60-RH 600x400x600 mm 234 kg 

 

Type Dimensions Weight* 

B60 1200x400x600 mm 639 kg 

B90 1200x400x900 mm 904 kg 

B120 1200x400x1200 mm 1.077 kg 

B150 1200x400x1500 mm 1.240 kg 
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